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KUPFERLE 9400 ECLIPSE AUTOMATIC FLUSHING DEVICE 1-11\;151‘?&%]3\;/232;25;3 .
WITH UV RESISTANT COVER — AT DISCRETION OF NOTES: - -
NOTES: BRUNSWICK COUNTY. COVER MUST LOCK\ LOCKING HASP 1.2 - DATED 5/29/2013
WATER OUTLETS 1. ALL DEAD END LINES WILL HAVE FLUSHING DEVICES. Added Note 5 to W-1
1. LOCKED HYDRANT & LOCKED HYDRANT ADAPTER OR MUELLER "AQUAGRIP”
SYSTEM MAY BE USED IN PLACE OF RESTRAINT RODS. m
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2. VERTICAL MUELLER AQUA GRIP FIRE HYDRANT SHOE MAY BE USED WHERE T e GROUND PLATE, 24" SQ MARKED "WATER DEVICE,
MAIN DEPTH IS GREATER THAN 5-FEET. °p 9 )
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” ; | 97" CONCRETE VALVE REPRESENTATIVE.
4. FIRE HYDRANT COLOR SHALL BE "CHROME YELLOW’ ENAMEL PAINT. |2
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5. FIRE HYDRANTS INSTALLED WITHIN THE NCDOT RIGHT—OF—WAY MUST BE TO FACE STREET Ld
INSTALLED WITHIN 12 INCHES OF THE R/W LINE. AT 90° =
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SWIVEL HYDRANT 6" GATE VALVE > FOR HYDRANT WATER MAIN 6” AND LARGER <
TEE W/ 6 T SRICK DRAINAGE . GATE VALVE -
BRANCH SUPPORT CONC THRUST BLOCK 2" THREADED 90° BEND M.J. CAP
! / BEARING AGAINST 4 SQ BRASS OR PVC TAPPED 2” NO ACTIVE SERVICES SHALL BE INSTALLED nd
RUST — NN v FT UNDISTURBED BETWEEN THE VALVE AND THE BLOWOFF. m
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e Ty — (SEE CONCRETE 3/4” ALL-THREAD STAINLESS STEEL ROD
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PROVIDE 4-3/4"¢ STAINLESS STEEL TIE RODS VALVE SUPPORT O
THREADED AT ENDS (INC. NUTS) O
EQUALLY SPACED AROUND PIPE Z
BETWEEN ALL MECHANICAL NOTE: WEEP HOLES ARE CHAIN o
JOINT FITTINGS (TEE, VALVE, BEND) TO BE FULLY FUNCTIONAL — REQUIRED
OR MEGA-LUG
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1. ALL DEAD END LINES WILL HAVE FLUSHING S
DEVICE. FLUSHING HYDRANT — ACCEPTABLE MODELS AS FOLLOWS: , —
2. MAINS 6” AND LARGER SHALL USE A FIRE - 3" MIN | < <
HYDRANT FOR A FLUSHING DEVICE. 1. GIL INDUSTRIES — POST FLUSHING HYDRANT ! — O Z
3. FLUSHING HYDRANT COLOR SHALL BE "RED — PUPPY HYDRANT
ENAMEL PAINT. STANDARD VALVE BOX 2. AVK 250 PS| POST DRY BARREL HYDRANT ~ ( ) =
4. AT DISCRETION OF BRUNSWICK COUNTY, AN WITH LID MARKED "WATER” 3. KUPFERLE MODEL TF200 FLUSHING HYDRANT /—VALVE BOX a —
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” BRANCH SIZE |NO. OF RODS
THAN 6 DETAIL W—=3 1. CONCRETE SHALL NOT CONTACT e > EA
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